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An opportunity exists to help fund the construction of the definitive test rig to prove the existence or indeed, non-existence of the illusive ‘Positive feedback loop’



If such a loop can be found then there is an instant capital gain from the world of physics, who would bestow a ‘Nobel Prize’ on the team that could build the apparatus which can extract a high frequency, high current from a closed loop, super conductive circuit.



The said investment would be bonded/underwritten by Crevas Holdings Limited – Gibraltar   (C.H.G.) who would match a percentage, if not pound for pound, any additional funds raised.



Equity could also be issued in the form of non-voting ‘B’ Shares in DualEffort Ltd (DEff.) which is a vertically integrated International Property Rights (IPR) incubator.  DualEffort Ltd holds the un-incumbent global rights to a potential string of interlocking patents.  These are then bundled together in what will be known as the Verchin Drive Energy Module.



Fresh funding is sought, as the original funding from C.H.G. of £25k has been dispersed, over the last three years, in accounting/legal fees in setting up the vehicle of DEff. and also as principle income supplement for Richard Vere-Compton (R.V-C).  R.V-C is Director of DEff. and 50% shareholder of ‘A’ Shares with C.H.G. holding the other 50%.  The funds were further dispersed to David Chinnery (D.C.) a consultant to DEff.



Historical Background



A test rig was constructed to prove the concept of a Back E.M.F. generator.  This in turn was used to prove the feasibility of the Atmospheric Plasma Switch (APS).  This is now the key component of the test rig.



Next came the concept of the Lin-Orbital Motor/Generator (LMG) which is used to produce the energy for the APS.



a)	The LMG was taken to provisional patent stage, however it was decided not to proceed with the full patent, as the necessary confidence had not been built up in the institution to generate the capital required to protect the patent in advance of publication in the ‘public domain’



R.V-C and D.C. also hold equal 1/3rd of the ‘A’ Shares in Verchin Holdings Gibraltar (VHG). This new company was set up by CHG to hold the IPR generated by R.V-C and DC, which would then be licensed to DEff in perpetuity.
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As the application is for funds for a project that, by it’s very nature, has a high technological risk factor and is controversial in so far as it goes against the grain of conventional rotating electrical machine theories, i.e.



The air gap between the Rotor and Stator must be as small as possible



The magnetic return circuit should be a high permeability, Iron alloy.  This would be used as a stator core and also, where applicable, as a rotor.  In this way, all the coils representing either stator or rotor can have their EMF considerably enhanced.



New technology in the form of computer software called ‘Finite Analysis’ has come to the aid of the electrical machinery designer for a relatively small cost (i.e. £1500)



The appendices will show that the whole argument of the inventors is that “NO” iron is to be used and therefore no magnetic circuit will be used in the ‘conventional’ form of coil/stator.



a)	The inventors appreciate that if their design was subjected to ‘finite’ analysis, the efficiency could well be as low as 3% to 5% of the ‘front end’ energy input level.  The phrase front end is used to indicate that far higher efficiency will be obtained later during the run cycles.

b)	 This brings us to the purpose for the construction of the Test bed. The inventors postulate that, if allowed to run for minutes or even hours, a high enough current will be built up, which can be sensed in both the +ve and –ve lines.  Once the charged has reached a sufficiently high level, it must be discharged.  At this point ALL of the stored energy is released through a ‘safety valve’  - The spark gap



c)	This controlled discharge is now through the Atmospheric Plasma Switch (APS).  The speed of discharge and re-charge due to the back EMF through the APS is such as to turn the LMG into a Motor then a Generator a rapid cycle of events



d)	This is not perpetual motion, but the use of the 4th force which some in the World of Physics believe exists, but as yet has been elusive.



e)	If the 4th force comes into play then the efficiency will go from 3-5% to 110%+ and we would prove our point (it is not possible for the test rig to be subjected to finite analysis since, none of the parameters on which the s/w depends, can be defined)  



The applicants appreciate that a life raft should be offered to would be investors. Therefore a conventional business plan has been built into the application.



a)	This allows for the marketing of a ‘stretch’ version of the original LMG, which would be sold by a dedicated marketing organisation who would sell the LMG to schools, colleges, and other places of higher education.  The worlds of e-commerce and the World Wide Web are writ large, for as the Worlds 1st truly ‘hands on’ practical visual education aid, which initiates/ invigorates the minds of old and young alike into the world of invention via Faraday and Tesler for DC and AC power respectively.



b)	Of all the features of the LMG one stands out above all others: -



	As an electrical motor/generator constructor kit, it has no ‘frustration threshold’ for the permutations of coils, rotors and mechanics can be only guessed at.



With your help in progressing this application we at “Great Britain Ltd” could all be onto a winner that 

may parallel the ‘Dyson ®Vacuum Cleaner’ empire.



Please read the attached appendices for further information validation and C.V.
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