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Subject:  "JOINT VENTURE" -- " OVER-UNITY BOILER"

OVER-UNITY is a state that is achieved when the calories in, is exceeded by the calories out.

“This state of affairs is recognised by patents in the U.S.A and also in Russia.”

Why the Non Disclosure Agreement ( N.D.A.) ?  This is required, for I seek a joint venture with your good selves, to build such a boiler.

In return for your co-operation I will underwrite your time and expenditure on this project with non-voting "B” shares in DualEffort ltd.

The word  "HOT BOX” could well be used to promote this new technology.

HOTBOX would not be used in static water heaters at first, but would play a major role in the next generation of fuel cell powered cars.

HOTBOX would first turn water into steam. 

a) The steam would then drive a turbine which in turn would drive a new type of generator we own the Intellectual Property Rights  (I.P.R) 

b) The Linorbital in its generator mode would disassociate the water into it’s constituent gasses  H2 & O.

c) ( The Hydrogen would be bled off and liquefied within the closed loop to act as the fuel for the fuel cell.

d) The oxygen which would normally vented to the atmosphere is now used, under pressure and fed into the HOTBOX  where it is combusted with diesel ( gas oil) to make a high temperature fluidised bed 

e) The resultant very hot and purified gas would drive a short stage turbine on the same shaft as the HOTBOX.
f) DetaT is equation that is associated with energy conversion 

g) In our case at each energy stage, we have utilised the chemical reaction and fed its output back into the closed loop.

h) We are able to do the as we own the I.P.R. on all the component parts.

i) HOTBOX came into being  as a result of building as solid shaft cam that was encased with a container that looked like a rugby ball.

j) It is our interlocking patents for what is contained within the rugby ball, that enables this oval shape to rotate at the same time(precession) 30mm either side of the centre line, the other patents are on the inter reaction of this ‘precession’ that drives the Linorbital Generator concept along with a series  of double headed pistons that can be used to pressurise tha Oxygen for the fluidise bed and the turbine can be used to drive the sterling engines, which will liquefy the Hydrogen.

k) The above process completes the closed loop energy cycle.  

I close by requesting your constructive comments on this document and other enclosures, where applicable.

 Yours faithfully

Richard Vere-Compton

R&D  Co-Ordinating Director
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